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GRADINO GRADONE COSTA GRADONE ANG. COSTA ELEMENTOAL BATTISCOPA SMALTATO
RETTIFICATO RETTA RETTIFICATO RETTA DX | SXRETTIFICATO RETTIFICATO RETTIFICATO
30x 60 30x60x32 30x30x32 30x60x5 7% 60
12" 24" @ 12"%24"x 126" @ 12"% 12"x 1.26” @ [2"% 24" 2" @ 234"x 24" @
SAND STONE spessore pezzilsc  mgq/sc kg/sc sc/pl mq/pl kg/pl
mm |inch thickness pcslbox sqm/box kgsbox box/pal sqm/pal  kgs/pal
60x120 | 24"x48" rettificato 10 2 1.44 1475 32 4608  944.00
60x90 | 24"'x36” rettificato 10 2 1.08 22.05 48 51.84 105840
60x60 | 24"x24" rettificato 10 3 1.08 21.35 40 4320  854.00
30x60 | 12"'x24" rettificato 10 6 1.08 21.28 40 4320 851.20
30x30 | 12"%12" mosaico Il 0.99 18.00 36 3564  648.00
30x60 | 12"x24" plank 5 20.00
7x60 | 3"x24" battiscopa smalt rett. 12 1'1.40
30x60 | 12"'x24" gradino rettificato 8 31.60
30x60 | 12"x24" gradone costa retta rett. 4 19.40
30x30 ] 12"x12" gradone ang. costa retta rett. 2 4.40
30x60 | 12"'x24" elemento a L 4 17.20

CARATTERISTICHE TECNICHE TECHNICAL FEATURES CARATERISTIQUES TECHNIQUES TECHNISCHE EIGENSCHAFTEN

‘ ISO 10545-3  assorbimento dacqua < 0.5% NATURALE  DIN51097 coefficiente dattrito (scivolosita) A
¢ 5 water absorption o DIN51130 dynamic coefiicient of friction (slipperiness) ~ R10
—l ANSIA 137.1 > 0.42
¢ ISO 105454  resistenza alla flessone 35 N/mm? DCOFBOT 3000E
Py breaking strength o ‘
-I variazioni cromatiche V3 var. moderata
@ ISO 10545-13  resistenza agl acic GLA | | color shade variations V3 moderate var.
3 resistance to acid
ISO 105452 planarita +0.5%
ISO 10545-12  resistenza al gelo resiste surface flatness
frost resistance frost proof
ortogonalita +0.6%
, ISO 10545-14  resistenza alle macchie 4 orthogonality
N stain resistance
% spessore 10 mm

thickness




